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SITE DIMENSIONS BETWEEN KERBS
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DIMENSIONS & SPECIFICATIONS

GENERAL NOTES

POWER REQUIREMENTS

BOLT INFORMATION

OPTIONS

ORIGINAL GATE DESIGN COVERED BY COPYRIGHT ©2012 ONWARDS

E. & O. - ALL PICTURES AND SYMBOL DRAWING ARE FOR 
ILLUSTRATION PURPOSES ONLY

240v SINGLE PHASE,

50Hz 10 Amps

or 300mA RCD Type C Breaker

Text
 SAFETY/CLOSE LOOP

Text
 TIP SUPPORT AND  CONCRETE PLINTH

Text
 KERB

Text
 CONCRETE BASE AND  DUCTING SHOWING  MAINS AND ACCESS  CONTROL CABLES

Text
 LED STRIP

Text
 SAFETY EDGE

Text
 RIGHT HANDED

Text
 OUTSIDE OF SITE

Text
 LUX/S/B-19 AUTOMATIC  RAISE ARM BARRIER

Text
 LUX/S/B-19 AUTOMATIC RAISE ARM BARRIER

Text
 LOOP WIRE BURIED IN THE GROUND IF REQUIRED

Text
 Sheet

Text
 Revision/Issue

Text
 No.

Text
 1.

Text
 Date:

Text
 Revision 01

Text
 1.

Text
 Dwg Number:

Text
 1.FOUNDATIONS MUST BE

Text
 2.BARRIER MUST RUN LEVEL.

Text
 3.IF IN DOUBT, PLEASE ASK!

Text
 LEVEL/IN-LINE.

Text
 SKIRT OPTION AVAILABLE

Text
 HI-BAR OPTION AVAILABLE

Text
 (TOP & BOTTOM SKIRT)

Text
 INCLUDED-

Text
 %%UMAIN BARRIER:

Text
 HEAVY DUTY: M16 BOLTS

Text
 S/L/B: M12 BOLTS

Text
 %%UFOUNDATIONS:

Text
 RECOMMENDED CONCRETE

Text
 L = 600mm.

Text
 H = 600mm.

Text
 W = 600mm.

Text
 %%US/B/LUX:

Text
 L = 700mm.

Text
 H = 600mm.

Text
 W = 700mm.

Text
 %%UHEAVY DUTY:

Text
 C40 MIX

Text
 PF6000-19 LUX-S-B, XM RH

Text
 ORDER NUMBER:

Text
 ORDER REFERENCE:


